
NEMA Frame D 2E 2F BA H N-W U V Min. Key Width Key Thickness Key Length

143T 3.50 5.50 4.00 2.25 0.34 Slot 2.25 0.88 2.00 0.19 0.19 1.38

145T 3.50 5.50 5.00 2.25 0.34 Slot 2.25 0.88 2.00 0.19 0.19 1.38

182T 4.50 7.50 4.50 2.75 0.41 Dia. 2.75 1.12 2.50 0.25 0.25 1.75

184T 4.50 7.50 5.50 2.75 0.41 Dia. 2.75 1.12 2.50 0.25 0.25 1.75

213T 5.25 8.50 5.50 3.50 0.41 Dia. 3.38 1.38 3.12 0.31 0.31 2.38

215T 5.25 8.50 7.00 3.50 0.41 Dia. 3.38 1.38 3.12 0.31 0.31 2.38

254T 6.25 10.00 8.25 4.25 0.53 Dia. 4.00 1.62 3.75 0.38 0.38 2.88

256T 6.25 10.00 10.00 4.25 0.53 Dia. 4.00 1.62 3.75 0.38 0.38 2.88

284T 7.00 11.00 9.50 4.75 0.53 Dia. 4.62 1.88 4.38 0.50 0.50 3.25

284TS 7.00 11.00 9.50 4.75 0.53 Dia. 3.25 1.62 3.00 0.38 0.38 1.88

286T 7.00 11.00 11.00 4.75 0.53 Dia. 4.62 1.88 4.38 0.50 0.50 3.25

286TS 7.00 11.00 11.00 4.75 0.53 Dia. 3.25 1.62 3.00 0.38 0.38 1.88

324T 8.00 12.50 10.50 5.25 0.66 Dia. 5.25 2.12 5.00 0.50 0.50 3.88

324TS 8.00 12.50 10.50 5.25 0.66 Dia. 3.75 1.88 3.50 0.50 0.50 2.00

326T 8.00 12.50 12.00 5.25 0.66 Dia. 5.25 2.12 5.00 0.50 0.50 3.88

326TS 8.00 12.50 12.00 5.25 0.66 Dia. 3.75 1.88 3.50 0.50 0.50 2.00

364T 9.00 14.00 11.25 5.88 0.69 Dia. 5.88 2.38 5.62 0.62 0.62 4.25

364TS 9.00 14.00 11.25 5.88 0.69 Dia. 3.75 1.88 3.50 0.50 0.50 2.00

365T 9.00 14.00 12.25 5.88 0.69 Dia. 5.88 2.38 5.62 0.62 0.62 4.25

365TS 9.00 14.00 12.25 5.88 0.69 Dia. 3.75 1.88 3.50 0.50 0.50 2.00

404T 10.00 16.00 12.25 6.62 0.81 Dia. 7.25 2.88 7.00 0.75 0.75 5.62

404TS 10.00 16.00 12.25 6.62 0.81 Dia. 4.25 2.12 4.00 0.50 0.50 2.75

405T 10.00 16.00 13.75 6.62 0.81 Dia. 7.25 2.88 7.00 0.75 0.75 5.62

405TS 10.00 16.00 13.75 6.62 0.81 Dia. 4.25 2.12 4.00 0.50 0.50 2.75

444T 11.00 18.00 14.50 7.50 0.81 Dia. 8.50 3.38 8.25 0.88 0.88 6.88

444TS 11.00 18.00 14.50 7.50 0.81 Dia. 4.75 2.38 4.50 0.62 0.62 3.00

445T 11.00 18.00 16.50 7.50 0.81 Dia. 8.50 3.38 8.25 0.88 0.88 6.88

445TS 11.00 18.00 16.50 7.50 0.81 Dia. 4.75 2.38 4.50 0.62 0.62 3.00

447T 11.00 18.00 20.00 7.50 0.81 Dia. 8.50 3.38 8.25 0.88 0.88 6.88

447TS 11.00 18.00 20.00 7.50 0.81 Dia. 4.75 2.38 4.50 0.62 0.62 3.00

449T 11.00 18.00 25.00 7.50 0.81 Dia. 8.50 3.38 8.25 0.88 0.88 6.88

449TS 11.00 18.00 25.00 7.50 0.81 Dia. 4.75 2.38 4.50 0.63 0.63 3.00
Notes
“C” dimension is overall length and is shown for each catalog number on rating pages.
All dimensions in inches. All dimensions are nominal. Request factory outlines for exact dimensions.
1. Motor base has two sets of holes at 3.00 and 5.00 inches.
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