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Vertical
Value Line™ Vertical Hollow Shaft
Weather Protection |
Ball Style Non-Reverse Ratchet

+CLEARANCE TO HOOD

Dimensions

Motor Dimensions (All dimensions in inches)

BF D8, — 4 FLACES

Frame Size AG AJ AK BB BC BD BE BF BV cD ED QA Qc ON
L213TP10/L215TP10 | 24.29 9.13 825 | 022 0.25 1000 | 075 | 044 | 814 | 2025 | 401 | 1417 | 1125 | 1.000
L213TP12/L215TP12 | 24.29 9.13 825 | 022 0.12 1200 | 075 | 044 | 814 | 2025 | 401 | 1417 | 1375 | 1.250
L254TP10/L256TP10 | 27.85 9.13 825 | 022 0.12 1000 | 098 | 044 | 941 | 2338 | 450 | 17.72 | 1375 | 1.250
L254TP12/L256TP12 | 27.85 9.13 825 | 022 0.12 1200 | 098 | 044 | 941 | 2338 | 450 | 17.72 | 1.375 | 1.250
L254TP16/L256TP16 | 27.85 | 1475 | 1350 | 0.22 0.12 1600 | 098 | 044 | 941 | 2338 | 450 | 17.72 | 1375 | 1.250
L284TP10/L286TP10 | 29.25 9.13 825 | 022 0.31 1000 | 098 | 044 | 1019 | 2475 | 450 | 2071 | 1.375 | 1.250
L284TP12/L286TP12 | 29.25 9.13 825 | 022 031 1200 | 098 | 044 | 1019 | 2475 | 450 | 20.71 | 1375 | 1.250
L284TP16/L.286TP16 | 29.25 913 | 1350 | 0.22 0.31 1650 | 098 | 069 | 1019 | 2475 | 450 | 2071 | 1.375 | 1.250
L324TP12/L326TP12 | 32.53 9.13 825 | 0.28 0.25 1200 | 098 | 044 | 1344 | 2822 | 421 | 2236 | 1875 | 1.750
L324TP16/L326TP16 | 3253 | 1475 | 1350 | 0.28 0.25 1650 | 098 | 069 | 1340 | 2822 | 421 | 2236 | 1.875 | 1.750
L364TP12/L365TP12 | 35.70 9.13 825 | 0.28 0.25 1200 | 098 | 044 | 1612 | 31.16 | 452 | 2480 | 1875 | 1.750
L364TP16/L365TP16 | 3570 | 1475 | 1350 | 0.28 0.25 1650 | 098 | 069 | 1612 | 31.16 | 452 | 2480 | 1.875 | 1.750
L404TP16/L405TP16 | 4196 | 1475 | 13.50 | 0.28 0.25 1650 | 098 | 069 | 1568 | 3694 | 500 | 27.87 | 2.000 | 1.938
L404TP20/L405TP20 | 4196 | 1475 | 1350 | 0.28 0.25 2000 | 098 | 069 | 1568 | 3694 | 500 | 27.87 | 2.000 | 1.938
L444TP16/L445TP16 | 5011 | 1475 | 1350 | 0.28 0.28 1650 | 116 | 069 | 21.83 | 4478 | 500 | 31.40 | 2.000 | 1.938
L444TP20/L445TP20 | 5011 | 1475 | 1350 | 0.28 0.28 2050 | 116 | 069 | 2183 | 4478 | 500 | 3140 | 2000 | 1.938
L444TP24/1L445TP24 | 5011 | 1475 | 1350 | 0.28 0.28 2400 | 116 | 069 | 2183 | 4478 | 500 | 3140 | 2.000 | 1.938

L447TP20 5000 | 1475 | 1350 | 0.8 0.28 2000 | 116 | 069 | 2780 | 4478 | 514 | 3140 | 2625 | 2.501

L449TP20 5500 | 1475 | 1350 | 0.28 0.28 2000 | 116 | 069 | 2780 | 49.75 | 514 | 3140 | 2625 | 2.501

Conduit Box Dimensions (All dimensions in inches)

Frame Size AA AB AC XL XN
L213TP10/L215TP10 1.00 9.30 7.20 6.80 2.60
L254TP10/L256TP10 1.50 10.97 8.46 7.76 567
L254TP12/L256TP12 1.50 10.97 8.46 7.76 567
L284TP12/L.286TP12 1.50 14.60 10.83 9.20 8.11
L284TP16/L286TP16 1.50 14.60 10.83 9.20 8.11
L324TP12/L326TP12 1.50 14.68 11.85 838 8.11
L324TP16/L326TP16 1.50 14.68 11.85 8.38 8.11
L364TP12/L365TP12 2,50 15.78 1291 8.38 8.11
L364TP16/L365TP16 2.50 15.78 1291 8.38 8.11
L404TP16/L405TP16 2,50 20.90 16.06 15.75 10.55
L444TP16/L445TP16 2.50 2165 16.81 16.62 11.26
L444TP20/L445TP20 2.50 2165 16.81 16.62 11.26

L447TP20 3.50 2165 16.81 16.62 11.26
L449TP20 3.50 2165 16.81 16.62 11.26

Weights and dimensions are for estimating only.
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